


Preface

Thanks for purchasing Guru-Z products. The FP Belt Drive Kit is a strengthened and durable 300 class helicopter model.
Please read the manual carefully before assembling the model. You may always get the latest online version of the
manual via http:/Aww.guru-z.com/download/manual/GN3-4051 .pdf

Key Features

*Enjoy exhilarative performance with easy maintanence
*Rigid structure and strong construction

«3mm helicopter compatible with most 300 class helicopter
«12mm tail boom adapt TREX / Compy / Shaman Parts
*Durable and elastic landing skid

*Perfect solution for motor drive tail

Tools needed

=1.5mm philip “+" head screwdriver

*1.5mm Hex driver
*Plier

| octitle

Grease

Notes on screws type

Please use the screws carefully. Types of Screws used are shown below.
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CB 1.7 xfmm 2 pCs
Bearing Used
3x8x2.5mm 1pcs

Note: Install the Anti-rotation bracket and the bearing as shown.

The size of bearing depends on the shaft you used. It should be either 3x8x2.5 or
ox8x2.5mm

There maP/be a need to sand / cut the Anti-rotation bracket a bit, depends on what
kind of rotor head you are using.
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Screws Lsed

HMZ xBmm 2 pCcs

Bearing Used

—

A% 8% 2.5mm I pcs

Note! |nstall the Belt guide as shown. Make sure the belt guide can be
rotated freely after securing the screws.

For any rotating parts, loctite is recommended. Otherwise, please
check the screw before every flight.









































































